
Protean Instrument Corporation www.proteaninstrument.com 

Protean Instrument 

Corporation 

Overview of Products and New Offerings 

 

 

AMUG 2010 

 

 

by 

Darrell Scoggins 



Protean Instrument Corporation www.proteaninstrument.com 

Protean Alpha Beta 

Counters  

Product Offering by Performance Level 

 
ïLow Background Counters 

ÅHave a 4ò lead shield and guard detector 

 

ïGross Counters 

ÅOptional 2ò shield; no guard detector 



Protean Instrument Corporation www.proteaninstrument.com 

Low Background Systems 

WPC-9550 2ò 50/100 Sample Automatic 

WPC-9450 5ò 5- Sample Automatic 
ïGFP Ultra-thin window 

 

 

MDS 2ò Multi-detector manual 
ïGFP Ultra-thin window 

 

 

MPC-9300 2ò Manual  
ïGFP Ultra-thin window, GFP Windowless 

 

 

IPC-650 2ò 50 Sample Automatic 
ïGFP Windowless or Windowed Operation 
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Gross Counting Models 

MPC-2000 2ò Manual 

ÅGFP Windowed or Windowless 

ÅDual Phosphor Detector (ZnS/Plastic) 

 

 

ASC 2ò Automatic 

Å ZnS/Plastic, GM 

 

 

MPC-9900 

ÅGFP Windowless 

(intended primarily for alpha only situations) 
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Automatic Low Level Systems 

ÅWPC-9550 
ïGas flow Proportional 

ï80 gm window 

ï50/100 sample capacity 

ïConsole or PC operation 

ï430 lbs. installed weight 

ïConsole & PC Operation 

ïSoftware: Vista FC, Vista 2000, PIC Routines 
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Automatic Low Level Systems 

ÅIPC-650 
ïWindowless Automatic 
ïGas flow proportional 
ïOptional 80 gm Window  
ïVery high  efficiency 
ïEasily decontaminated 
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The New IPC-650 

Design is only 

controlled from a 

PC running the 

Vista 2000 

Applications 

Software 
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Automatic Smear / Air Filter 

Counting 

ÅASC (Automatic Smear Counter) 
ïGas flow Proportional 
ï80 gm thin window 
ï50 sample capacity 
ïConsole or PC operation 
ï~ 125 lbs. installed weight 
ïPIC Routines or Vista FC 
 


